Sit back and relax...

Online shopping is easy with the RSC

Whether you’re looking for text books, the latest research articles, training courses, conferences or a light read for the commute… online shopping with the RSC couldn’t be easier.

24/7 access: The RSC online shop gives you continuous access to class leading products and services, expertly tailored to cater for your training and educational needs.

Browse and buy: Visit our shop to browse over 750 book titles, subscribe or purchase an individual article in one of our journals, join or renew your RSC membership, or register to attend a conference or training event.

Gift ideas: If you’re looking for gift ideas, look no further. In our online shop you’ll find everything from popular science books like The Age of the Molecule and the inspirational Elegant Solutions from award winning writer, Philip Ball, to our stunning Visual Elements Periodic Table wall chart and jigsaw.

With secure online payment you can shop online with confidence.

The RSC has so much to offer… why not go online today?

RSC Publishing

www.rsc.org/shop

Registered Charity Number 207890

The RSC has so much to offer… why not go online today?

RSC Publishing
Towards a full understanding of the growth dynamics and optical response of self-assembled photonic colloidal crystal films

Gabriel S. Lozano,* Luis A. Dorado,* Ricardo A. Depineb and Hernán Míguez*ad

DOI: 10.1039/b811955d

Recent advances in the comprehension of the growth dynamics of colloidal crystal films opens the door to rational design of experiments aiming at fabricating lattices in which the density of intrinsic defects is minimized. Since such imperfections have a dramatic effect on scattered light of wavelength smaller than the lattice constant, the evaluation of the experimental optical response at those energy ranges, based on the comparison to rigorous calculations, is identified as the most sensitive guide to accurately evaluate the progress towards the actual realization of defect-free colloidal crystals.

Introduction

Among the many methods developed in recent years to form colloidal lattices that exhibit photonic crystal properties, those based on evaporation-induced self-assembly onto vertical or tilted substrates have become the most widely employed today. The advent of this method1 and its later improvements2 has allowed the realization of crystalline films of unprecedented structural quality. For the first time, a number of optical features, which were obscured in similar lattices with...
a lower degree of order, were observable and measurable. Optical diffraction, slow light propagation at stop band edges, anomalous light speed at higher energy ranges, surface resonant states, and intensity modulations in the spectra of backreflected, forwardly transmitted or diffracted beams are some of them. In spite of the importance that this type of film has acquired in the materials physics and chemistry community, and their interesting potential applications, the mechanism by which these face-centred-cubic lattices are actually formed has remained unknown and has been the subject of much speculation. In addition, as the crystal quality is improved, an exciting debate has started about the origin of the optical properties now observable in ranges for which photon wavelengths are on the same order or smaller than the lattice constant.

In this highlight, we will overview some recent developments in the understanding of the growth dynamics of colloidal crystal films, which have provided an explanation for a number of reported observations whose cause remained unclear. Although a full description of the crystallization process is yet to be achieved, this achievement might open a way to the rational design of less defective crystals. On a closely related note, we will present a description of the effect that intrinsic imperfections have on light incident on a colloidal crystal film, putting special emphasis on the response at wavelengths shorter than the lattice constant of the crystal. We seek to identify the main challenges that must be faced to achieve and evaluate highly ordered colloidal photonic crystal lattices.

**Growth dynamics of colloidal crystal films**

The mechanism by which a colloidal crystal film is formed onto a substrate placed in a non-horizontal position within a beaker containing a dispersion of monodisperse microspheres involves two different aspects. On the one hand, a solid film is deposited onto the substrate as a result of the evaporation of the liquid phase of the particle suspension. This process takes place at the contact line between the meniscus and the substrate and, in a first approximation, is independent of the type of packing (random or ordered) of the particles present in the film. On the other hand, under specific conditions, the spheres in the film tend to self-organize, typically in a face-centred-cubic (fcc) structure. Fig. 1 shows a scheme of the formation of a crystalline colloidal particle film onto a planar substrate as well as a scanning electron microscopy image of a cross-section of one such film from which the fcc ordering can be inferred. At present, a comprehensive model that takes into account both processes, i.e., film deposition and crystallization, is missing and this has prevented the rational design of the film growth. Attempts to improve crystalline quality and thus optical properties have been based on trial-and-error approaches.

We have recently shown that some important structural features of colloidal crystal films can be understood using a model that describes, in terms of the experimental variables, the deposition of the colloidal particle film onto a vertical or tilted flat substrate. To develop our model, we adapted deposition models previously developed to understand the structural properties of films formed from the drying of colloidal suspension drops on flat substrates. From our model, whose full details can be found in ref. 18, we could extract detailed information of the film deposition dynamics that allowed us to propose, for the first time, an equation for the film formation speed at the contact line between the substrate and the suspension meniscus. This crystalline film formation speed \( v_f(t) \) oscillates and decays with time following the expression:

\[
v_f(t) = V_S \left[ 1 - e^{-2t} \cos(\mu t) \right]
\]

In which \( V_S \) is the speed of the contact line attained when the steady state is reached \( (t \to \infty) \), and \( \mu \) and \( \lambda \), the period and the damping parameter of the periodic fluctuations respectively, are functions of the experimental parameters of the deposition process. On the other hand, crystal thickness \( H(t) \) can be approximated by the expression

\[
H(t) = C_1 t + \frac{C_2}{v_f(t)}
\]

Where \( C_1 \) and \( C_2 \) are also time-independent functions of the deposition parameters. Combination of eqns (1) and (2) yields an interesting prediction: Crystalline film thickness should oscillate with time during the deposition process. Hence, a periodic profile (or, as particular case, a step-like profile, as shown in ref. 18) should be observable along the growth direction of the film on the substrate as a direct consequence of the stick-slip character of the film formation. Microspectroscopy analysis of the optical reflectance of very small areas (100 \( \mu m^2 \)), taken on numerous regularly spaced spots on the film surface, provided the first experimental evidence of such thickness fluctuations. An example of one of the spectra used for such analysis is presented in Fig. 2(a) (red solid line). The maximum detected is the result of the
This journal is © The Royal Society of Chemistry 2009

Effect of imperfections on the optical response at short wavelengths

The observation of fine optical features at \( \lambda < a \) (\( a \) being the lattice constant of the conventional cubic cell) was first possible when the method of evaporation induced self-assembly onto vertical substrates was used to form crystals of polystyrene or silica particles of diameters larger than 350 nm. At those spectral ranges, a complex band structure describes the photon modes within a sphere fcc lattice, as illustrated in Fig. 3(a). Above that energy threshold, highlighted by a dashed line in this graph, the reflectance and transmittance spectra of colloidal crystals show a fine peak structure that do not correspond to the presence of any photonic stop bands or blind modes, as has been demonstrated before. Typical specular reflectance and forwards transmittance spectra of a colloidal crystal film are plotted in Figs. 3(b) and 3(c) respectively. Also as a consequence of the improved ordering and structural quality achieved, it was possible to observe visible diffraction for the first time in such colloidal crystal films.13,14 In Fig. 4(a), we show a scanning electron microscopy image of the outer (111) plane of a colloidal crystal film along with a picture, displayed in Fig. 4(b), of the corresponding diffraction pattern observed when a laser beam of \( \lambda = 539 \) nm
impinges perpendicular to such planes. A 1 mm diameter circular spot on the sample was illuminated, hence showing the existence of ordering in the long range in the sample. It can be readily seen that the pattern shown in Fig. 4(b) is the Fourier transform of a triangular arrangement like that observable in Fig. 4(a). Also, we show a series of optical micrographs in Fig. 4(c), from which the existence of regions of different thickness can even be inferred by direct inspection of the sample surface. Terraces and plateaus of similar thickness have been artificially shaded with a similar colour for the sake of clarity. An arrow indicates the growth direction of the crystalline film in all three images.

All these optical features occurring at \( \lambda \leq a \) were correctly identified as a sign of the improved order achievable with this technique, since in lower structural quality lattices they were barely detectable. The effect of imperfections is actually expected to be much more dramatic when wavelengths become on the order or shorter than the typical size of such defects. Results presented in the previous section demonstrate that such effect must be considered in the calculations in order to accurately reproduce the experimental optical response at wavelengths for which the lower stop bands opens. However, until very recently, the lack of adequate theoretical models to describe the optical properties at \( \lambda \leq a \) made it impossible to establish a rigorous comparison between experimental measurements and the response predicted for perfectly ordered structures. This prevented a reliable assessment of the quality of a lattice based on such higher energy response. In a recent report, we have used a modification of the vector Korringa–Khon–Rostoker method\(^{29,30} \) to simulate the optical properties of face-centered-cubic structures of spheres at \( \lambda \leq a \). This approach allowed us to describe for the first time the optical reflectance and transmittance spectra of a perfect lattice of finite size. Remarkably, a strongly fluctuating reflectance and transmittance is expected for such ideal crystals, a large number of peaks and dips being expected for \( \lambda \leq a \). We proved that these features can be rigorously related to multipolar resonances of the sphere ensemble excited by an external incident plane wave.\(^{31} \) Using these ideal structures as a starting point, we studied the effect of imperfections on the optical properties by introducing a complex refractive index whose imaginary part \( \text{Im}(n) \) was gradually increased. Varying this parameter, an excellent agreement between the simulated and the experimental spectra measured by three different groups was found, an indication of the validity of the above-mentioned theoretical approach.\(^{15} \) In Fig. 5(a) we show the expected optical reflectance for an ideal cubic close packed lattice of almost transparent spheres (\( n_s = 1.58 + 10^{-4} \)) and in Fig. 5(b) for the structure made of the same spheres but presenting significant optical losses (\( n_s = 1.58 + \))

**Fig. 3** (a) Calculated photonic band structure along the \( \Gamma \)-\( L \) direction of an fcc lattice of polystyrene spheres of refractive index \( n = 1.58 \). (b) Reflectance and (c) transmittance spectra measured from a 18-monolayer-thick colloidal photonic crystal film of polystyrene spheres. Horizontal and vertical dashed lines are plotted at \( \lambda = a \).

**Fig. 4** (a) SEM micrograph of the surface of a polystyrene sphere colloidal crystal. One sphere surrounded by another six are coloured to show the triangular arrangement of the (111) planes. Scale bar is 5 \( \mu \)m. (b) Diffraction pattern of transmitted beams projected on a screen parallel to surface of the sample for \( \lambda = 539 \) nm. (c) Pictures collected along 2 mm along the growth direction. Areas with the same thickness have been shaded with the same colour. Scale bar is 0.3 mm. Vertical arrows indicate the growth direction in all images.
Fig. 5 (a) Calculated specular reflectance spectrum for spheres of dielectric constant $n_s = 1.58 + 0.013 i$. (b) Measured (solid coloured line) reflectance extracted from a 18 monolayer thick colloidal photonic crystal film of polystyrene spheres and the corresponding fitting spectrum (dashed line), attained for $n_s = 1.58 + 0.013 i$. (c) Measured (solid lines) and calculated (dashed lines, $n_s = 1.58 + 0.013 i$) reflection efficiencies of two different diffraction channels [(1,0) (black lines) and (1,−1) (red lines); see ref. 11 for details].

An experimental reflectance spectrum is superimposed in this latter case for the sake of comparison. It can be unambiguously concluded that the effect of imperfections was that of smoothing the strong resonances observed in the ideal structure, only a few robust ones surviving in the spectra of the highest quality structures available up to date. Furthermore, similar resonant modulation and smoothing effects were measured and fitted for the beams diffraeted by the structure, as shown in Fig. 5(c). The extraordinary sensitivity of the short wavelength optical response to subtle structural modifications has been used to distinguish between the different variants of the close packed sphere structure, namely, cubic, hexagonal or random, in very thin opal films. It should be noted that, for $\lambda \leq a$, the extinction caused by imperfections makes the response of a real lattice made of 6 compact sphere layers indistinguishable from the response of thicker ones. However, this is not the case for the lower energy range, for which the effect of extinction is less striking. In this case, the gradual effect of defects on intensity and width of the peak associated to the lower energy stop band can be observed in crystals whose thickness is comprised between a few and several tens of sphere layers. It is clear from this analysis that the magnitude of the extinction coefficient $\text{Im}(\mu)$ needed to fit the optical response of photonic crystals for $\lambda \leq a$ is an accurate parameter to evaluate the degree of perfection of colloidal photonic crystals.

Conclusions

In summary, although important advances have been made in the field of colloidal crystal films since the introduction of evaporation-induced self-assembly onto vertical substrates, realization of defect-free colloidal crystal films has still not been achieved. Two main conclusions can be extracted from the results commented in this highlight: first, modelling of the growth dynamics of colloidal crystal films allows one to establish a relation between the different experimental parameters and the structural features observed, which might open a way to improve the quality of the lattice; second, the optical response at $\lambda \leq a$ provides a reliable and precise means of evaluation of the progress towards that goal, as long as adequate theoretical guidance is available. In this framework, a number of challenges that affects different aspects of the modelling of these materials can be identified. Regarding crystal growth, deeper understanding of the mechanism of sphere assembly in an ordered structure within the film is needed in order to design deposition experiments that give rise to a minimum number of intrinsic defects. Also, from the side of the optical characterization, both the shape and the magnitude of the optical effects detected at $\lambda \leq a$ caused by each one of the different types of defects present in the lattice should be modelled and its relative effect weighted. This might help to clarify those defects whose optical effects are more deleterious. Overcoming these challenges may allow the detailed analysis and full technological exploitation of the complex photonic properties that arise from the three-dimensional order existing in colloidal crystal films.

Acknowledgements

This work has been funded by the Spanish Ministry of Science and Education under grant MAT200503028 and the Argentinean Agencia Nacional de Promoción Científica y Tecnológica. This work has been realized in the framework of a joint Spanish–Argentinian cooperation project CSIC-CONICET (Grant 2005AR0070).

References

24 L. A. Dorado and R. Depine, to be published.